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1 ELITE Pilot XTS Multi screen configuration 

1.1 Introduction 
ELITE Pilot XTS supports up to 5 monitors, allowing the display of different pages on different monitors. Each 

monitor can be used to display a specific ELITE panel, e.g. the visual, the instrument panel, the meteo page, the 

map page or the configuration page. 

1.2 Single screen configuration 
This is very straightforward, ELITE always starts with the instrument panel and the outside visual on top of it. 

Selecting another panel will replace the panel currently open. 

1.3 Multi-screen configuration  

1.3.1 Initial configuration 
The first time you start ELITE XTS a popup will be displayed where the different ELITE pages can be assigned to the 

available monitors.  

The example in Figure 1 below shows a configuration of 3 monitors. The map panel has been positioned on the left, 

the instrument panel with the outside view on the center and the control panel on the right monitor. 

Checking the check box labeled “Don’t show this screen anymore” (1) on the lower left corner will suppress the 

display of this window for all subsequent ELITE starts. 

The “Default” button (2) moves the panel to the default positions (these vary with the number and position of the 

monitors). 
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Figure 1 Elite pages rearrangement popup 

There are two ways of moving the panels between the monitors:  

• Basic positioning via drag and drop method  

• Advanced positioning by selecting the panel to display on each monitor via the “Monitors: Settings” (3) 

button. 

The first method is quite straightforward: place the mouse pointer on one of the pages (the mouse pointer will turn 

to a hand), press the left mouse button (keep it pressed while moving) and drag the page to another monitor. This 

method is good if you just want to move the displayed pages between monitors.  

If you want to position a page which is not shown on the page selection popup, you will have to use the advanced 

method.  

• Click on the “Monitors: Settings” button (3) to open the context menu ( 

 

 

 

 

 

1 

2 

3 4 

5 



ELITE XTS Multi-Screen Configuration v1.0 

6 | P a g e  
 

 

Figure 2) and to select the panel to be displayed on each monitor. 

• Visual:   display only the visual on the corresponding monitor 

• Map:  display the map panel on the corresponding monitor 

• Control: display the control panel on the corresponding monitor 

• None:  do not use the monitor for any ELITE panel 

 

 

 

 

 

 
Figure 2 Monitor - Panel assignment context menu 

To display the visuals on monitor 1, click on the menu item “Visual” in the Monitor 1 section. This will immediately 

be reflected on the monitor arrangement popup window, as shown in Figure 3. 

 

Figure 3 Rearranged panels 

1.3.2 Saving settings 
Different configurations can be saved as settings (4). By default there is one setting named “Setting 1”. If you 

rearrange the screens and click on the “Take it” button, the current screen arrangement is stored as the setting 

currently selected. 
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Clicking on the setting selection button (4) opens a dropdown list, which contains the settings previously saved and 

the menu item “Others”. 

 

Figure 4 Settings menu 

Clicking on the item labeled “Others” opens the window shown in Figure 5. 

 

Figure 5 Settings window 

Here you can rename, add or delete a setting.  
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Clicking on “New” or “Rename” opens a text entry box at the bottom of the form, were you can enter the name of 

the new setting or of the setting to be renamed. The setting is added to the list by clicking on the “OK” button. 

 

Figure 6 Settings name entry box 

Deleting a setting can be done just by selecting the setting from the list and clicking on the “Delete” button. It is 

removed from the list after clicking “OK” on the confirmation box. 

Closing the settings form can be done by clicking on the “Back” button.  

1.3.3 “Rearrange panels” popup reactivation 
If you disabled the panel display popup you can re-enable it in the configuration page. Open the configuration page 

by pressing “ALT-G” or by selecting the “Configuration” menu item in the Elite panels menu (Figure 7). You can open 

this menu by right clicking anywhere in the instrument panel.  

  Figure 7 ELITE panels menu 
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On the configuration panel click on the “SET” button to the right of the “Computer” label (top right of the page): 

 

Figure 8 Configuration page 

This opens the “Changing system settings” popup, where you can re-enable the Monitor rearrangement popup by 

clicking on the Monitor rearrangement “Change” button. 

 

Figure 9 Enable monitors rearrangement popup 

If this action does not cause the monitor rearrangement popup to appear at the next Elite startup, you can force 

this to happen by changing the value of the variable AskSetting (in the file “<Elite Pilot root 

directory>\Pref\EliteConfig.TXT”) from 0 to 1. 

[PANELCUSTOMVIS] 

AskSetting=1 
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1.3.4 Menu position 
The menu position can be set in the section “Menu Position – Startup” located on the lower left part of the 

configuration page. By default, the menu and start-up screen are displayed on first monitor. Selecting the buttons 

2ND the startup and the menu position can be forced to be displayed on the second monitor.  

Although ELITE supports more than 2 monitors, at the current stage the startup screen and the menu position can 

be placed on the first or second monitor only. 

1.4 Remarks 
There are a few rules to consider when using multiple screens.  

1. Anytime the menu is selected with the mouse, the simulator will freeze momentarily. If you wish to switch 

screens while a student is flying without interrupting the flight, use the keyboard shortcut commands to 

switch between the screens. 

2. The simulation will freeze if one of the secondary displays is switched to the Configuration or Modification 

screens. 

3. Clicking anywhere inside the Map display area (to obtain information about a facility) will freeze the 

simulation. 

4. On the Map screen, selecting the following options will Freeze the instrument screen: Dump, Path, Route, 

Replay, Load, ?, and Show. 

5. To adjust the aircraft loading or fuel settings on the Control Screen the program must be in Freeze mode. 

6. ELITE XTS does not support the display of the outside view on more than one monitor, therefore it is not 

possible to set up a multi-display surround view.  

  

Figure 10 Menu position selection 
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1.5 Multi computer configuration 
As an option (subject to charge) Elite Pilot can be configured to display the visuals on separate PC’s. 

1.5.1 Elite GenView visuals 
ToDo 

1.5.2 Prepar3D visuals 
ToDo 


